
APPLICATION INDUSTRIES:
Oil & Gas
Petrochemicals
Refineries
Chemical Processing
Power Generation
Shipbuilding & Marine
Offshore & Onshore Projects
Water Treatment & Desalination
Pulp & Paper
Fertilizers
Pharmaceuticals
Food & Beverage
HVAC
Mining & Metals
Construction & Infrastructure
Steel Plants
Cement Plants
Sugar Industry
LNG & Cryogenics
Aerospace & Defense

VIKTECH FITTINGS INDIA

FLANGES: Slip-On | WNRF-Weld Neck | BLRF-Blind | Plate | Spectacle Blind | Lap Joint | Ring Joint | Orifice |
Socket Weld | Threaded
Size: ½" NB to 72" NB
Class: 150 LBS, 300 LBS, 600 LBS, 900 LBS, 1500 LBS, 2500 LBS, DIN Standard ND-6, 10,     16, 25, 40 etc.
Materials: Carbon Steel (CS) | Mild Steel (MS) | Alloy Steel (AS) | Stainless Steel (SS) |  Duplex | Super
Duplex | Copper Nickel | Inconel | Monel | Hastelloy | Titanium

BUTTWELD FITTINGS: Elbow 45° & 90° | Long Radius (LR) | Short Radius (SR) | Tee (Equal & Reducing) |
Cross | Reducer (Concentric & Eccentric) | Cap | Stub End | Collar | Bend (3D, 5D)
Size: ½" NB to 72" NB
Schedule: SCH 5, SCH 10, SCH 20, SCH 40, SCH 60, SCH 80, SCH 100, SCH 120, SCH 140, SCH 160, XXS
Standards: ASME B16.9, ASME B16.28, MSS-SP-43, DIN, JIS
Materials: Carbon Steel (CS) | Mild Steel (MS) | Alloy Steel (AS) | Stainless Steel (SS) | Duplex | Super
Duplex | Copper Nickel | Inconel | Monel | Hastelloy | Titanium

FORGED FITTINGS: Elbow 45° & 90° | Tee | Cross | Coupling (Full & Half) | Union | Cap | Plug | Bushing |
Nipple (Hex & Barrel) | Boss | Outlet (Weldolet, Sockolet, Threadolet)
Size: ⅛" NB to 4" NB
Class: 2000 LBS, 3000 LBS, 6000 LBS, 9000 LBS
Standards: ASME B16.11, MSS-SP-79, MSS-SP-83, MSS-SP-97, BS 3799
Materials: Carbon Steel (CS) | Mild Steel (MS) | Alloy Steel (AS) | Stainless Steel (SS) | Duplex | Super
Duplex | Copper Nickel | Inconel | Monel | Hastelloy | Titanium

GASKETS & SEALS: Spiral Wound Gasket | Ring Type Joint (RTJ) | Metal Jacketed Gasket | Soft Cut
Gasket | Rubber Gasket (EPDM, Neoprene, Nitrile, Viton) | CAF (Compressed Asbestos Fiber) Gasket |
PTFE Gasket | Graphite Gasket | Ceramic Gasket | Non-Asbestos Gasket | O-Ring | Oil Seal
Size: As per requirement (Standard & Custom sizes)
Standards: ASME B16.20, BS 7531, API 601, DIN, JIS
Materials: Stainless Steel (SS) | Carbon Steel (CS) | Duplex | Copper | Brass | PTFE | Graphite | Ceramic |
Rubber (EPDM, Neoprene, Nitrile, Viton) | CAF | Non-Asbestos

We VIKTECH FITTINGS INDIA are a Reputed Mfg & suppliers of,

PRODUCTS:

FLANGES
PIPE FITTINGS
BUTTWELD FITTINGS
FORGED FITTINGS
GASKET&SEALS

VIKTECH FITTINGS INDIA
PHONE :+917678070276/+919324606411
EMAIL :viktechfittings@gmail.com
WEBSITE :www.viktech.co.in
ADDRESS :SHOP NO. 09, SIDDHIVINAYAK SOCIETY,
SHERE E PANJAB ROAD, CHAKALA MIDC, ANDHERI
EAST ,MUMBAI SUBURBAN, MAHARASHTRA-400093


